
AirAirAirAirAirAirAirAirAirAirAirAirCompressorsCompressorsCompressorsCompressorsCompressorsCompressorsCompressorsCompressorsCompressorsCompressorsCompressorsCompressors

Model:Model:Model:Model:

UsedUsedUsedUsed forforforfor GCGCGCGC：

HYG-30 30L/min
HYG-35 35L/min

UsedUsedUsedUsed forforforfor AAS:AAS:AAS:AAS:

HYG-70 70L/min
HYG-80 80L/min

UsedUsedUsedUsed forforforfor GC/MSGC/MSGC/MSGC/MS orororor ICPICPICPICP：

HYG-100 70L/min

HBG-130 130L/min

HDG-150 150L/min

DEG-150 150L/min

DEG-200 200L/min

HYGHYGHYGHYG //// HDG/HDG/HDG/HDG/ HBG/DEGHBG/DEGHBG/DEGHBG/DEG SeriesSeriesSeriesSeries ofofofof OilOilOilOil-free-free-free-free AirAirAirAir CompressorsCompressorsCompressorsCompressors

HYG series of air compressors generate oil-free, pure, dry and filtered

compressed air required for operating units of analytical instrument. They

offer constant-flow compressed air for Atomic absorption spectrophotometer

(AAS), gas chromatograph (GC), GC/MS, ICP, NM and other instrument.

Features:Features:Features:Features:

Noiseless:Noiseless:Noiseless:Noiseless:

High quality noise-reducing sponge is attached in the silence box，which can reduce the noises
effectively.

Oil-freeOil-freeOil-freeOil-free andandandand drydrydrydry air:air:air:air:
Atmospheric air is compressed without any contamination by oil. Single or double tower absorption
dryers are used in the air compressor to ensure dry air.

StableStableStableStable flow:flow:flow:flow:
Dual-filters are used to get stable air flow.

LongLongLongLong life:life:life:life:
World-famous compressor head is used to ensure long life of the compressor.

http://www.hong-run.com/eProductShow.asp?ArticleID=554
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HYG-30/35

HYG-70/80/100 HBG-130 DEG-100/150/200

TECHNICALTECHNICALTECHNICALTECHNICAL DATADATADATADATA

ModelModelModelModel
ItemItemItemItem

HYG-30 HYG-35 HYG-70 HYG-80 HYG-100 HBG-130 HDG-150 DEG-200

VVVVoltoltoltolt/Hz/Hz/Hz/Hz 220V/50Hz

Max.Max.Max.Max. airairairair flowflowflowflow 30L/min 35L/min 70L/min 80L/min 100L/min 130L/min 150L/min 200L/min

RatedRatedRatedRated PowerPowerPowerPower 0.25KW 0.25KW 0.55KW 0.6KW 0.6KW 1.1KW 1.3KW 1.5KW

Max.Max.Max.Max. pressurepressurepressurepressure 0.6MPa 0.6MPa 0.8MPa 0.8MPa 0.8MPa 0.8MPa 0.8MPa 0.8MPa

PressurePressurePressurePressure rangerangerangerange 0.3-0.6MPa 0.5-0.8MPa

AirAirAirAir filterfilterfilterfilter

accuracyaccuracyaccuracyaccuracy
5μm-0.01μm

TankTankTankTank 5L 24L 38L 50L 50L

NoiseNoiseNoiseNoise 48dB(A) 48dB(A) 52dB(A) 52dB(A) 52dB(A) 62dB(A) 62dB(A) 62dB(A)

NetNetNetNet WeightWeightWeightWeight 32kg 32kg 53kg 53kg 68kg 85kg 95kg 95kg

DimensionsDimensionsDimensionsDimensions (mm)(mm)(mm)(mm) 300x500x420 400x500x730 600x662x830
600x750x10
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